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Description
AL 35-55A is a manual three-way ball valve in stainless steel with full 
bore and hand lever with locking device. Mounting plate according to 
ISO 5211.

Applictions: Shut-off valve for neutral to aggressive liquids and  
gases.

Marking:   The valve is marked AL 35-55A

Dimension:  DN 8-100

Connection:  Thread
  Weld 
  Butt weld - DIN / ISO
  Long weld - DIN / ISO 

PN:   DN 10-50 - PN 63 
  DN 65-100 - PN 40

Pressure:  40 - 63 bar (see pressure/temperature diagramme)

Temperature: -40° - +230°C (see pressure/temperature diagramme)

Approvals
• CE/PED 2014/68/EU 
• ATEX 2014/34/EU

Installation
The valve can be installed in horizontal and vertical lines. The valve is 
maintenance free but should be operated at regular intervals depen-
ding on the installation. Welding with short ends: - open valve - spot 
weld - remove the valve body - finish weld - cool - assembly. See se-
parate manual for more detailed instructions.

Optional
• NPT thread
• Limit switch
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Material specification

Thread / Weld  
DN ØD B B1 A E ØC ØF ØG H I J J1 ØK M L L1 T Kv Weight 

kg
10 12,7 2 17,3 29,5 130 12,7 25 9,5 65 11 23,6 6,5 36 M5 64 64 1,6 7 0,6
15 15,0 2 17,3 29,5 130 15,0 25 9,5 65 11 23,6 6,5 36 M5 66 66 1,6 13 0,6
20 20,0 2 17,3 33,0 130 20,0 25 9,5 68 11 28 6,5 36 M5 77 77 1,6 34 0,8
25 25,0 2 18,7 39,0 160 25,0 30 11,0 80 13,5 33,9 8 42 M5 87 87 1,6 60 1,1
32 32,0 2 22,5 41,0 160 32,0 30 11,0 85 13,5 42,5 8 42 M5 103 103 1,6 94 1,8
40 38,0 2 25,1 47,0 185 38,0 35 14,0 94 15,6 53,2 9,7 50 M6 120 120 1,6 213 2,7
50 50,0 2 25,1 55,5 185 50,0 35 14,0 103 15,6 64,6 9,7 50 M6 132 132 1,6 366 3,7
65 65,0 2 40,2 72,5 260 65,0 55 19,0 143 24,5 87 12 70 M8 - 164 2,0 595 7,4
80 80,0 2 36,9 85,0 260 80,0 70 19,0 153 24,5 99 12 102 M10 - 183 2,0 935 10,7
100 100,0 2 40,7 107,0 290 100,0 70 19,0 180 27,5 127 15 102 M10 - 237 3,5 1700 20,1

DN10-80                    DN 100
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Pos No Part Material
1 1 Body Stainless steel CF8M
2 2 End cap Stainless steel CF8M
3 1 Ball Stainless steel SS 316
4 2 Seat RTFE
5 2 Joint gasket PTFE
6 1 Stem seal PTFE
7 1 Stem Stainless steel SS 316
8 *** V-shaped packing PTFE
9 1 Gland nut Stainless steel SS 304
10 1 Washer Stainless steel SS 304
11 1 Stem nut Stainless steel SS 304
12 1 Hand lever Stainless steel SS 304
13 1 Plastic sleeve hand lever Vinyl
14 1 Locking device **** Stainless steel SS 304
15 * Bolt Stainless steel SS 304
16 ** Nut Stainless steel SS 304
17 ** Spring washer Stainless steel SS 304
18 1 Stop pin Stainless steel SS 304
20 2 Antistatic device Stainless steel SS 316

* DN 8-50 4 pcs, DN 65-80 4 pcs, DN 100 6 pcs
** DN 8-10 4 pcs, DN 65-80 8 pcs, DN 100 12 pcs
*** DN 8-10 - 1 pcs, DN 15-80 2 pcs, DN 100 3 pcs
**** For padlocks with shackle.
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Connections DIN / ISO

Ø
G

T

Long weld added on butt weld casted ends - DIN / ISO 
DN BL 

Totallängd
L2 ØG T 

mm ISO mm ISO
10 - - - 17,3 - 1,6
15 225 100,7 20,0 21,3 2 1,6
20 225 98,5 25,0 26,9 2 2
25 245,1 105,6 30,0 33,7 2 2
32 255,1 106,3 38,0 42,4 2 2
40 260 103,4 44,5 48,0 2 2
50 275 105,2 54,0 60,3 2 2
65 334 123,5 69,0 76,1 2 2
80 354 127,5 84,0 88,9 2 2
100 365 119 104,0 114,3 2 2

Butt weld - DIN / ISO 
DN BL 

Totallängd
L2 ØG T

DIN ISO
10 62,7 19,55 - 17,3 2
15 65,7 21,05 20,0 21,3 2
20 76,2 24,1 25,0 26,9 2
25 86,2 26,15 30,0 33,7 2
32 102,8 30,15 38,0 42,4 2
40 119,4 33,1 44,5 48,0 2
50 131,4 33,4 54,0 60,3 2
65 164,0 38,5 69,0 76,1 2
80 182,7 41,85 84,0 88,9 2
100 236,2 54,6 104,0 114,3 2
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Head Office: Truckvägen 12, P.O. Box 805, SE-194 28 Upplands Väsby (Stockholm), Sweden. 

Long weld integrated casted ends - DIN / ISO
DN BL 

Total lenght
L2 L3 ØG T 

DIN ISO DIN ISO
10 225 100,7 17 - 17,3 - 1,6
15 225 100,7 17 20,0 21,3 2 2
20 225 98,5 17 25,0 26,9 2 2
25 245,1 105,6 17 30,0 33,7 2 2
32 255,1 106,3 17 38,0 42,4 2 2
40 260 103,4 17 44,5 48,0 2 2
50 275 105,2 17 54,0 60,3 2 2
65 334 123,5 17 69,0 76,1 2 2
80 354 127,5 17 84,0 88,9 2 2
100 365 119 17 104,0 114,3 2 2

         = DN 65-100 on request
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L3

DIN weld
Normally machined on the outside

ISO weld
Normally machined on the inside


