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BALL VALVE 
AL 17-20 

1.203_UK - 1

Description
AL 17-20 is a manual two-piece ball valve in stainless steel with full
bore, blow-out proof stem and a hand lever with locking device.

Applications: Shut-off valve for neutral to aggressive liquids and 
gases.

Marking: The valve is marked Axel Larsson. 

Dimension: DN 8-50

Connection: Thread

Pressure class: PN 63 (1000WOG) 

Temperature range: -20°–+180°C

Approvals
• CE/PED 2014/68/EU

Installation
The valve can be installed in horizontal and vertical lines. The valve is 
maintenance free but should be operated at regular intervals depen-
ding on the installation.

Optional
• NPT thread

Pressure / Temperature

Material specification
Pos No Part Material
1 1 Body Stainless steel CF8M / WCB
2 1 End cap Stainless steel CF8M / WCB
3 1 Ball Stainless steel SS 316
4 2 Seat PTFE
5 1 Joint gasket PTFE
6 1 Thrust washer PTFE
7 1 Stem Stainless steel SS 316
8 1 set Gland packing PTFE
9 1 Gland bush Stainless steel SS 304

10 1 Stem washer Stainless steel SS 304
11 1 Stem nut Stainless steel SS 304
12 1 Handle Stainless steel SS 304
13 1 Hand lever Vinyl
14 1 Locking device Stainless steel SS 304

Dimensions
DN ø A C D E G Weight Kv

8 11,5 55 50 100 13 0,3 6
10 12,5 55 50 100 13 0,3 7
15 15 65 60 130 15 0,4 13
20 20 72 64 130 17 0,5 34
25 25 84 71 165 19 0,9 60
32 32 94 78 165 22 1,2 94
40 38 119 86 190 22 1,9 213
50 50 126 95 190 26 2,9 366
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Head Of�ce: Truckvägen 12, P.O. Box 805, SE-194 28 Upplands Väsby (Stockholm), Sweden. 


