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GLOBE VALVE
AL 10-422 / AL 10-430 	  	              PN 100

1.03_UK - 1

Description
Globe valve with butt-weld or flange connection in straight form.  
The valve is designed as an on/off valve, but can also be used to con-
trol the flow by applying a regulating disc. The valves are applicable for 
water, sea water, steam, oil and other non-aggressive fluids and gases 
with operating temperature from -10 °C up to +450 °C. 

The valve can be installed in any position on the pipeline, depending 
on correct flow direction of medium, that shold be in accordance 
with marking on the body.

 
Versions
Type Dimension Connection
AL 10-422 15-25 Flange
AL 10-422S 10-25 Weld
AL 10-430

32-150
Flange

AL 10-430S Weld

Operating pressure
Maximum operating pressure at medium temperature °C

AL 10-422
PN -29°C +38°C +100°C +200°C +300°C +350°C +400°C +425°C
100 100 100 93 88 78 74 69 58

AL 10-430
PN -10°C - +120°C +200°C +250°C +300°C +350°C +400°C +450°C
100 100 80 70 60 56 50 44

Contact us for detailed information.

Part / Material specification
Part AL 10-422 AL 10-430
Body Carbon steel A105 Carbon steel GP240GH
Bonnet Carbon steel A105 Carbon steel GP240GH
Stem Stainless steel X30Cr13 Stainless steel X30Cr13
Body seat Stainless steel X30Cr13 Stainless steel 18-8 Cr-Ni
Disc seat Stainless steel X30Cr13 Stainless steel X30Cr13
Packing Graphite Graphite

Regulating disc Disc with PTFE sealing Position indicator

Optional

Conical disc 
(type 430)

422

422S 430S

430
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AL 10-422
DN Dz Dp Do f g Do x n L d H h Dk Weight 

kg

15 105 45 75 2 20 14 x 4 210 10 160 10 80 4,6

20 130 58 90 2 22 18 x 4 230 13 165 13 80 6,7

25 140 68 100 2 24 18 x 4 230 18 180 15 100 9,3

AL 10-422S
ND D1 D2 d L H h DK Weight 

kg

10 13 17 8 160 160 10 80 2,0

15 17 22 10 160 160 10 80 2,1

20 22 28 13 160 165 13 80 2,3

25 28 34 18 160 180 15 100 3,9

Dimensions - AL 10-422

AL 10-422 AL 10-422S
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Remarks  AL 10-422S 
1. Tests and requirements of valves acc. to PN-EN 12266-1l. 
2. Tightness class – A acc. to PN-EN 12266-1.

Remarks  AL 10-422 
1. Standard flanges: with raised face "B2", drilled acc. to PN-EN 1092-1:2004.  
   On request other type of raised face acc. to PN-EN 1092-1:2004,  
   ANSI, BS, DIN or according to individual request. 
2. Valves produced with flanges designed for NP 6,3 (MPa). 
3. Tests and requirements of valves acc. to PN-EN 12266-1:2003. 
4. Tightness class – A acc. to PN-EN 12266-1:2003. 
5. Face to face dimension acc. to PN-EN 558-1:2001.
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AL 10-430
DN Dz DO Dp Do x n L f g H h Dk Weight 

kg

32 155 110 78 22 x 4 260 2 24 250 22 200 15,7

40 170 125 88 22 x 4 260 2 28 270 22 200 20,0

50 195 145 102 26 x 4 300 2 30 290 22 200 25,5

65 220 170 122 26 x 8 340 2 34 360 41 280 43,0

80 230 180 138 26 x 8 380 2 36 380 46 360 51,6

100 265 210 162 30 x 8 430 2 36 500 55 360 120,0

150 355 290 218 33 x 8 550 2 44 580 70 400 250,0

AL 10-430S
ND D1 D2 L H h DK Weight 

kg

32 37 43 230 250 22 200 9,7

40 43 54 230 270 26 200 12,1

50 54 67 300 290 32 200 19,5

65 70 83 340 360 35 280 30,5

80 82 96 380 380 48 360 37,8

100 104 115 430 500 55 360 95,0

150 154 176 550 580 70 400 200,0

Dimensions - AL 10-430

AL 10-430 AL 10-430S
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Remarks  AL 10-430S 
1. Butt welding ends acc. to DIN 3239, T.1, Form 1. Other types on request. 
2. Tests and requirements of valves acc. to PN-EN 12266-1:2003. 
3. Tightness class A acc. to PN-EN 12266-1:2003. 
4. Face to face dimensions acc. to PN-EN 558-1:2001.

Remarks  AL 10-430 
1. Standard flanges : slot type “F”, drilled acc. to PN-EN 1092-1:2004.  
   On request other type of raised face acc. to PN-EN 1092-1:2004,  
   ANSI, BS, DIN or according to individual request. 
2. Valves produced with flanges designed for NP 6,3 (MPa). 
3. Tests and requirements of valves acc. to PN-EN 12266-1:2003. 
4. Tightness class – A acc. to PN-EN 12266-1:2003. 
5. Face to face dimension acc. to PN-EN 558-1:2001.
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Head Of�ce: Truckvägen 12, P.O. Box 805, SE-194 28 Upplands Väsby (Stockholm), Sweden. 


